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RALLY 800 HID Driving PAR 56 - 8” Round Housings

Driving - Stainless
50 Watt
Pair Pack: #862
Single: #1862

Bezel

Bulb

Lens Gasket

O-Ring

Lens/Reflector

Features
• Rugged 8” Dia. All Stainless Steel Housing
• Sturdy, Oversize Mounting Flanges
• Hard Coated Lexan® Lens
• Slim, Lightweight, Weather Resistant, Solid State 

50 Watt HID Ballast
• Choice of Polished or Black Painted Finish

Also available in 130 watt Halogen
Pair Packs Include: 
• Two Rally 800 HID driving lights 
• Two 50 watt ballasts
• Fully assembled pre-terminated harness with weather proof 

plug connectors 
• Two protective stone guards
• Illustrated installation instructions

KC RALLY 800 HID 
Driving Lights
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Pair Single
Pack Light Beam Lens/Reflector Lens
Part # Part # Beam Type/Color Finish Watts Candlepower Lumens Assembly Bulb Bezel Gasket O-Ring

Rally 800 HID Driving

862 1862 Driving - Clear Stainless Steel 50 385,000 5000 4203H 2602 3612 3077P 3077N

863 1863 Driving - Clear Black Stainless 50 385,000 5000 4203H 2602 3612B 3077P 3077N


