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FEATURES
o AVAILABLE IN SPOT AND SPREAD BEAM PATTERNS: M PERFORMANCE

Carbhon POD® HID SPOT BEAM- #96426
Each Light Rated at: 70-Watt; 7,000 RAW Lumens;

976,000 Candela 9-’6 lmn
e Carbon POD® HID SPREAD BEAM - #96427 Candela 462,000
Each Light Rated at: 70-Watt; 7,000 RAW Lumens; [Spot 'ig“rlgg!ﬂ
462,000 Candela ’
OUTPUT OUTPUT POWER
e 7” computer-designed, mulit-surface reflector optics
e Phillips Xenon D1S HID Bulb DIMENSIONS

4,200K Color Temperature

NEW Dupont Zytel Carbon Fiber composite housing, 4x
stronger than previous housing

NEW Sturdy mounting points with fixed mount base

[-7 7.53”
il o

Adjustable Rally Ring allows for precise aiming

Low Amp Draw at 5.83A per light

Pair Packs Include Pre-Terminated Relay Wiring Harness
with Waterproof Connectors

®

KC Signature Warranty - 23 Years

KC CARBON POD® LED Lights

Pair Pack Single Light Beam Beam
Part # Part # Model / Description Pattern Distance (m) Watts LUX Lumens Width Height Depth
96422 96426 Carbon POD® HID Spot - Clear 1,976 70 11,600 7,000 7.40” 8.43” 7.53”
96423 96427 Carbon POD® HID Spread - Clear 1,359 70 N/A 7,000 7.40” 8.43” 7.53”
N/A 96428 Carbon POD® HID Spread - Amber 1,359 70 N/A 7,000 7.40” 8.43” 7.53”
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